
FLOJET DUPLEX II SERIES MODEL NUMBER TABLE

MODEL # CE MODEL # VOLTAGE OPEN FLOW SWITCH BYPASS MAX AMP 
DRAW DIAPHRAGM CHECK 

VALVE CURVE # COMMENTS

D3631B1311 N/A 115V AC 1.6 GPM (6.1 LPM) No 50 psi (3.4 bar) 0.6A Buna Buna 4
D3631B5011 N/A 115V AC 1.6 GPM (6.1 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 0.6A Buna Buna 3
D3631V1311 N/A 115V AC 1.6 GPM (6.1 LPM) No 50 psi (3.4 bar) 0.6A FKM FKM 4
D3631V5011 N/A 115V AC 1.6 GPM (6.1 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 0.6A FKM FKM 3
D3635B7011 N/A 115V AC 2 GPM (7.6 LPM) 100 psi (6.9 bar) 80 psi (5.5 bar) 0.8A Buna Buna 5
D3835B5011 N/A 115V AC 2 GPM (7.6 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 0.6A Buna Buna 3 6'  cord
D3835H5011 N/A 115V AC 2 GPM (7.6 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 0.6A EP/PP blend EPDM 3 6'  cord
D3835V5011 N/A 115V AC 2 GPM (7.6 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 0.6A FKM FKM 3 6'  cord
D21X003 N/A 12V DC 1.6 GPM (6.1 LPM) No No 9A EP/PP blend FKM 6 Inline fuse and rocker switch
D21X005 N/A 12V DC 2 GPM (7.6 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 7A EP/PP blend FKM 3 Inline fuse and rocker switch
D3131B1311 D3131B1311R 12V DC 1.6 GPM (6.1 LPM) No 50 psi (3.4 bar) 7A Buna Buna 4
D3131B5011 D3131B5011R 12V DC 1.6 GPM (6.1 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 7A Buna Buna 3
D3131H1311 D3131H1311R 12V DC 1.6 GPM (6.1 LPM) No 50 psi (3.4 bar) 7A EP/PP blend EPDM 4
D3131H5011 D3131H5011R 12V DC 1.6 GPM (6.1 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 7A EP/PP blend EPDM 3
D3131V1311 D3131V1311R 12V DC 1.6 GPM (6.1 LPM) No 50 psi (3.4 bar) 7A FKM FKM 4
D3131V5011 D3131V5011R 12V DC 1.6 GPM (6.1 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 7A FKM FKM 3
D3135B7011 D3135B7011R 12V DC 2 GPM (7.6 LPM) 100 psi (6.9 bar) 80 psi (5.5 bar) 9A Buna Buna 5
D3135H7011 D3135H7011R 12V DC 2 GPM (7.6 LPM) 100 psi (6.9 bar) 80 psi (5.5 bar) 9A EP/PP blend EPDM 5
D3121V1211 D3121V1211R 12V DC 1.1 GPM (4.3 LPM) No 30 psi (2.1 bar) 3A FKM FKM 1
D3121V3011 D3121V3011R 12V DC 1.1 GPM (4.3 LPM) 30 psi (2.1 bar) No 3A FKM FKM 2
D3135B1411 D3135B1411R 12V DC 2 GPM (7.6 LPM) No 70 psi (4.8 bar) 7A Buna Buna 6
D71X000 N/A 12V DC 2 GPM (7.6 LPM) No 50 psi (3.4 bar) 8A Buna Buna 6 Heavy duty motor
D71X001 N/A 12V DC 2 GPM (7.6 LPM) No 50 psi (3.4 bar) 8A Buna Buna 6 Heavy duty motor and discharge left
D2131F5011 N/A 12V DC 1.6 GPM (6.1 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 0.6A EP/PP blend FKM 3
D2131F5011 N/A 12V DC 1.6 GPM (6.1 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 0.6A EP/PP blend FKM 3 Heavy duty motor
D27X007 N/A 12V DC 1.6 GPM (6.1 LPM) No 50 psi (3.4 bar) 10A Buna FKM 4 Inline fuse and rocker switch
D3732B1311 D3732B1311RL 230V AC 1.6 GPM (6.1 LPM) No 50 psi (3.4 bar) 0.4A Buna Buna 4
D3732B5011 D3732B5011RL 230V AC 1.6 GPM (6.1 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 0.6A Buna Buna 3
D3732H1311 D3732H1311RL 230V AC 1.6 GPM (6.1 LPM) No 50 psi (3.4 bar) 0.4A EP/PP blend EPDM 4
D3732H5011 D3732H5011RL 230V AC 1.6 GPM (6.1 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 0.6A EP/PP blend EPDM 3
D3732V1311 D3732V1311RL 230V AC 1.6 GPM (6.1 LPM) No 50 psi (3.4 bar) 0.4A FKM FKM 4
D3732V5011 D3732V5011RL 230V AC 1.6 GPM (6.1 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 0.6A FKM FKM 3
D3735B7011 D3735B7011RL 230V AC 2 GPM (7.6 LPM) 100 psi (6.9 bar) 80 psi (5.5 bar) 0.5A Buna Buna 5
D3735H7011 D3735H7011RL 230V AC 2 GPM (7.6 LPM) 100 psi (6.9 bar) 80 psi (5.5 bar) 0.5A EP/PP blend EPDM 5
D3231B1311 D3231B1311R 24V DC 1.6 GPM (6.1 LPM) No 50 psi (3.4 bar) 3.5A Buna Buna 4
D3231B5011 D3231B5011R 24V DC 1.6 GPM (6.1 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 3.5A Buna Buna 3
D3231H1311 D3231H1311R 24V DC 1.6 GPM (6.1 LPM) No 50 psi (3.4 bar) 3.5A EP/PP blend EPDM 4
D3231H5011 D3231H5011R 24V DC 1.6 GPM (6.1 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 3.5A EP/PP blend EPDM 3
D3231V1311 D3231V1311R 24V DC 1.6 GPM (6.1 LPM) No 50 psi (3.4 bar) 3.5A FKM FKM 4
D3231V5011 D3231V5011R 24V DC 1.6 GPM (6.1 LPM) 60 psi (4.1 bar) 40 psi (2.8 bar) 3.5A FKM FKM 3
D3235B7011 D3235B7011R 24V DC 2 GPM (7.6 LPM) 100 psi (6.9 bar) 80 psi (5.5 bar) 4.5A Buna Buna 5
D3235H7011 D3235H7011R 24V DC 2 GPM (7.6 LPM) 100 psi (6.9 bar) 80 psi (5.5 bar) 4.5A EP/PP blend EPDM 5
D3221V1211 D3221V1211R 24V DC 1.1 GPM (4.3 LPM) No 30 psi (2.1 bar) 1.5A FKM FKM 1
D3221V3011 D3221V3011R 24V DC 1.1 GPM (4.3 LPM) 30 psi (2.1 bar) No 1.5A FKM FKM 2
D1335E7011 N/A 36V DC 2 GPM (7.6 LPM) 100 psi (6.9 bar) 80 psi (5.5 bar) 0.5A EPDM EPDM 5


